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The geotextile fabric will have the following minimum properties:

MECHAMCAL PROPERTIES

Grab Tensile Strength
ASTM D 4632
MD @Utlimate
CMD @ Ultimate

UNITS

MD/CMD Elongation @ Ultimate
Mullen Burst Strength

0.89 (200
0.89 (200

27s6 (400)

0.33 (75)

0.40 (e0)

70

kN (lbs)
klrl (lbs)

kPa (psi)

kN (lbs)

kN (lbs)

% Strength

ASTM D 3786

Trapeziodal Tear Strength
ASTM D 4833

Functure Strength
ASTMD 4833

UV Resistance after 500 hrs.
ASTM D 4355

I{YDRAULIC PROPERTIES
Apparent Opening Size

ASTM D 4751
Permittivity

0.300 (50) mm(US sieve)
0.05 sec-l

This type of geotextile was chosen because of its strength characteristics and is longevity.
According to the manufacturer's representatives the strength of the geotextile is not affected by
moisture, or contact with earthen materials. ln a buried condition away from the harmful
exposure to ultraviolet radiation, the geotextile is expected to retain essentially all of its original
strength even after 20 years of service. [n fact, the geotextile is manufactured specifically for
such permanent, long life situations such as under highways, railroad grades, dams and other
similar applications. Care will be taken te ensure that the geotextile is properly overlapped and
secured at the edges to provide total areal coverage in accordance with manufacturers
recommended installation instnrctions.
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